
Jack shielded cable
(solder together with pickup

cable shieldings)

Bridge pickup shielded cable
to bridge pickup volume pot

(w/red marker)

'Hot' from
jack cable

Neck pickup shielded cable
to neck pickup volume pot

(w/black marker)

Black from
jack cable

(hot)

Ground lug

Volume

Solder leg to pot 
casing for ground

.033 uf

Tone

Solder leg to pot 
casing for ground

500K

500K

18
0p

f

820 K

Neck Pickup
Green & White

Wires (A/C)

Bridge Pickup
Red & Black
Wires (F/H)

Push-pull tone pot:

To Volume Pot

Operating Instructions
3-way blade pickup switch:
     Position 1 (down) - Treble Pickup
     Position 2 - Treble and Bass Humbucking Pickups
     Position 3 (up) - Bass Pickup
Push-Pull tone pot:
     Down - Humbucking mode
     Up - Single coil mode

           Bridge Pickup Wires:
E - Green - Ground
F - Red - Tape together w/Black
G - White - Hot
H - Black - Tape together w/Red

            Neck Pickup Wires:
A - Green - Tape together w/White
B - Red - Ground
C - White - Tape toghther w/Green
D - Black - Hot

Used on these models:
PRS SE Custom 22
PRS SE Custom 22 Semi-hollow
PRS SE Custom 24
PRS SE Custom 24 Floyd
PRS SE Standard 24

Neck Pickup 
Hot (Black) - D

Bridge Pickup 
Hot (White) - G

Out to 1/4” Jack

Volume

From Trem Spring
Claw (if applicable)

Push-pull
Tone 
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