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Neck Pickup
Green & White Wires

Black Neck Pickup
'Hot' lead

Shielded cable
from Toggle Switch
(marked w/black)

White Bridge Pickup
'Hot' lead

Solder ground
wire from bridge

to volume pot casing

Solder Red Neck pickup wire
& shielding to casing

Bridge Pickup
Red & Black Wires

Solder Green Bridge pickup wire
& shielding to casing

Bridge
Volume

Shielded cable
from Toggle Switch

(marked w/red)

Operating Instructions
3-way toggle pickup switch:
     Position 1 (down) - Treble Pickup
     Position 2  - Treble and Bass Pickups
     Position 3 (up) - Bass Pickup
Push-Pull Tone  Pot:
     Down - Humbucker Mode
     Up - Single Coil Mode
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Volume

Neck

Volume

.022 uf

Neck Pickup
'Hot' lead

Neck Pickup lead 
from Toggle Switch

Bridge Pickup
lead from 

Toggle Switch

Bridge Pickup
'Hot' lead

Solder ground
wire from bridge

to volume pot casing

Solder pickup harness 
shielding to volume pot casing

.022 uf

All Pot values are 500K ohm.

Push-pull tone pot
(Bridge Pickup):

.0
22

Push-pull tone pot
(Neck Pickup):

.0
22

White 
neck pickup 

wire

White 
bridge pickup 

wire

Used on these models:
PRS SE McCarty 594
PRS SE McCarty 594 Singlecut
PRS SE McCarty 594 Singlecut Standard
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